500’ MAX.
VSEE NOTE 1
€ 3”“ DIA. SCHEDULE &' MIN.] JUNCTION BOX., 24“W X 10"H X 8"D

JUNCTION 80X, 80 RIGID PVC 45° BEND. SEE NOTE 6 (TYP.)

24°W X 10"H X 8"D

CONDUIT (TYP.)

TOP OF
CONCRETE SEMI-RIGID
BARRIER BARRIER

CONNECTION
" DIA. DRAIN L = |
PIPE. SEE SECTION I: é
A-A (TYP.) ‘ ‘ -
— * MIN.
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PAVEMENT \
1 DIA. DRAIN \ S ~
SLEEVE. SEE || \
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500° MAX.
BOTTOM OF FOOTER ——ﬁv SEE NOTE 1 45° BEND.
SEE NOTE 6
(TYP.) SEE NOTE 4

JUNCTION BOX,
NOTES 24“W X 10"H X 8D
1. THE JUNCTION BOXES SHALL BE LOCATED EVERY ELEVATION B-B

500 FEET. AS SHOWN ON THE PLANS. OR AS
DIRECTED BY THE ENGINEER.

2. THE COST OF THE CONDUITS. JUNCTION BOXES. AND
APPURTENANCES SHALL BE INCIDENTAL TO THE EDGE OF FOOTER. TrP.
COST OF THE BARRIER UNLESS OTHERWISE

SPECIFIED.
JUNCT 0N BOX. FRONT FACE
3. IN INSTANCES WHERE THE BARRIER CONNECTS TO A 24"W X 10"H X 8"D BARRIER SEMI-RIGID BARRIER
BRIDGE PARAPET CONTAINING CONDUIT THE //rfDNNECTIUN- TYP.
CONDUITS SHALL TRANSITION TO ALIGN WITH THE i T\ I ya .
BRIDGE CONDUITS. = I j: ="
4. CAP CONDUIT FOR FUTURE USE DR CONNECT TO B | - f ¢ = B =
JUNCTION WELL PER LIGHTING PLANS. L f 3 |
Y 45°BEND. SEE _]
5. REFER TO SECTION 805 FOR CONDUIT. ETC. €2 - 3" DIA. SC”Eﬂuﬁf/ NOTE 6 (TYP,) N
80 RIGID PVC CONDUIT
6. CONDUIT SHALL EXIT CONCRETE BARRIER USING PARTIAL PLAN

CONDUIT BENDS AND SWEEPS. NOT BY EXITING
THROUGH THE BOTTOM OF THE JUNCTION BOX.

7. JUNCTION BOXES SHALL BE GALVANIZED STEEL
WITH COVERS MOUNTED I[N THE FRONT OF THE
CONCRETE BARRIER. FACE OF COVER 3% DIA. SCHEDULE
SHALL BE FLUSH WITH FACE OF CONCRETE BARRIER. 80 RIGID PVC
COVER SHALL BE "4" THICK GALVANIZED STEEL. CONDUIT. TYP.

8. PIPE AND EXPANSION FITTINGS SHALL BE U.L.
APPROVED FOR ENCASEMENT [N CONCRETE.

9. JUNCTION BOXES SHALL HAVE '" DIA. HOLES
AT LOW POINT OF JUNCTION BOX. INSTALL '»" SEE NOTE 11
DIA. DRAIN PIPE AT LOW POINT AND OUTLET TO JUNCTION BOX.
STONE UNDER FOUNDATION. 24°W x 10"H x 8"D

"

10. JUNCTION BOX COVERS SHALL INCLUDE TAMPER
RESISTANT BOLTS.

11. CUT VERTICAL AND HORIZONTAL BARS IN CONFLICT ;:Egcé-EgﬁgégED
WITH JUNCTION BOX AND REINFORCE AROUND BOX AS . Lw
SHOWN ON STANDARD NO. MD 648.50-04. EPOXY TO STONE LAYER - [~—1'2" DIA. DRAIN PIPE
TOUCH UP CUT BARS. AND INSTALLED CONNECTED TO HOLE
WITH FOUNDATION AT LOW POINT [N
12. PLACE PVC EXPANSIDN COUPLING AT BARRIER POUR éngTIUN
EXPANSION JOINTS SECTION A-A

CONDUIT LAYOUT AT LOWER JUNCTION BOX.
LAYOUT AT UPPER JUNCTION BOX SIMILAR
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